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Radiation can be measured in exposure rate. Typical background exposure rates in New
Mexico range from 5 - 20 yR/hr. The maximum exposure rate for this survey was 12 yR/hr.
This is in the normal range. The exposure rate contour map indicates estimated radiation
exposure rates on the ground and can be used to identify hazardous levels of radiation. This
map indicates that there are no hazardous levels in the area surveyed.
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Radiation can be measured in exposure rate. Typical background exposure rates in New
Mexico range from 5 - 20 pR/hr. The maximum exposure rate for this survey was 9 uR/hr.
This is in the normal range. The exposure rate contour map indicates estimated radiation

exposure rates on the ground and can be used to identify hazardous levels of radiation. This

map indicates that there are no hazardous levels in the area surveyed.
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Radiation can be measured in exposure rate. Typical background exposure rates in New

Mexico range from 5 - 20 pR/hr. The maximum exposure rate for this survey was 12 pR/hr.

This is in the normal range. The exposure rate contour map indicates estimated radiation

exposure rates on the ground and can be used to identify hazardous levels of radiation. This

map indicates that there are no hazardous levels in the area surveyed.
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Radiation can be measured in exposure rate. Typical background exposure rates in New
Mexico range from 5 - 20 uR/hr. The maximum exposure rate for this survey was 12 uR/hr.
This is in the normal range. The exposure rate contour map indicates estimated radiation
exposure rates on the ground and can be used to identify hazardous levels of radiation. This
map indicates that there are no hazardous levels in the area surveyed.
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